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When ordering quote reference number followed by essential & specific options. For warranty details please see our website.

Description
The QUAD-LED is a range of square, 
rectangular and circular attatchments 
for our ILS LED engines. Providing an 
LED gimbal downlight with an attractive 
square or bubble front.
General Features

• The fitting & bezel are finished in Matt 
White RAL9016 (WH) or Black (BK), 
other RAL colours upon request.

• Using either a choice of our 6W, 9W 
OR 13W ILS LED light engines.

• Please see ILS page for lumen lamp 
outputs.

• ILS lamp available in 22, 36 or 60 
degree beam angles.

• Available in 2700k (827), 3000k 
(830) or 4000k (840)

• 350mA Driver
• Dimming available (DALI), (DSI) and 

(1-10V)
• Plaster in kit (P)

QUAD1 Installation Details
• O/A Height - 70mm
• O/A Bezel - Square -  100x100mm
• O/A Bezel -Circular - 110x110mm 
• Cut-Out Aperture - 90mm diameter
QUAD2 Installation Details

• O/A Height - 70mm
• O/A Bezel - Square - 183x100mm
• O/A Bezel - Circular - 198x110mm
• Cut-Out Aperture - 2x90mm 

diameter
QUAD3 Installation Details

• O/A Height - 70mm
• O/A Bezel - Square - 266x100mm
• O/A Bezel - Circular - 285x110mm
• Cut-Out Aperture - 3x90mm 

diameter
QUAD4 Installation Details

• O/A Height - 70mm
• O/A Bezel - Square 183x183mm
• Cut-Out Aperture - 4x90mm 

diameter
Drivers
QUAD1 - MI/DRV/CC/350/10w
QUAD2 - MI/DRV/CC/350/33w
QUAD3 - MI/DRV/CC/350/33w
QUAD4 - MI/DRV/CC/350/33w  
 (Quad 4 requires two drivers)
Emergency Conversion Reference 
(ME3) Emergency luminaires are 
supplied with integral packs as standard.
(ME3-ST) Self Test Emergency. 
(ME3-PRO) DALI Emergency.
To Specify: 
MID/QUAD2/LED/SQ/13W/840 - a 13W 
LED with a twin square bezel  in 4000k 
colour temperature.

Ordering Information

Reference
Number

Shape Wattage LED Driver Colour Temperature Beam Angle
Bezel 
Colour

Emergency Options

SQ C 6W 9W 13W STD DALI 2700K
(827)

3000K
(830)

4000K
(840) 22o 36o 60o WH BK ME3

ME3-
ST

ME3-
PRO

MID/QUAD1/LED • • • • • • • • • • • • • • • • • •

MID/QUAD2/LED • • • • • • • • • • • • • • • • • •

MID/QUAD3/LED • • • • • • • • • • • • • • • • • •

MID/QUAD4/LED • • • • • • • • • • • • • • • • • •

QUAD-LED
Gimbal LED Downlight

MID/QUAD1/LED/SQ
MID/QUAD2/LED/SQ

MID/QUAD1/LED/C

MID/QUAD2/LED/CMID/QUAD3/LED/SQ

MID/QUAD4/LED/SQ

MID/QUAD3/LED/C
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